
 

 
  

 

      Protective Coating of Fiber Reinforced Bitumen Emulsion Base 
 
Description : 

 MC-Deck Seal F is one component cold applied pure bitumen emulsion containing  
            special type of fibers , complies with ASTM D 1227-95 type II class 1 and D 1227-87  
            type IV .  
 

Uses : 
    MC-Deck Seal F is used as waterproofing , insulating and protective coat for :  

 Concrete foundation  
  Retaining walls out side  
 Under ground concrete structures  
 Steel structures  
 Brick work and plastering.    

Advantages: 
 One component ready to use .  
 Excellent adhesion to the substrate .  
 Good elasticity .  
 Resist the temperature variation between –5 to 70 5C . 
 Excellent waterproofing .  
 High resistance to diluted acids , alkalis and salt solutions.  
 Containing no asbestos .  

Technical Data: 
 Appearance    : Dark brown viscose  
 Specific gravity   : 0.95 ± 0.02 g/ cm3 at 255C  
 Solid content   : 60% ± 2  
 Application temperature  : 5 to 505C  

Solvent    : water  
 Tensile strength   : > 18 kg / 5 cm ( D M )  
 Elongation    : 70%  
 Bond strength    : 7 kg / cm2 ( with concrete )  
 Crack bridging capability : > 1mm  
 Drying time    : 2-4 h  
 Water vapor diffusion (24h)  : < 7 g/ m2  

  Theoretical coverage rate  : 0.5 kg/ m2 one coat ( 2 coat are recommended )  
 Water head pressure   : > 5 bar  
 Packing    : 15 kg pails ,200 kg drums  
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Instruction for Use:  

1-Before application of MC-Deck Seal F the surface to be protected should be thoroughly 
cleaned from dirt, loose particles and oily substances. Iron/steel should be free from rust . 
Application is carried out by brush, roller or spray . 
 

2-At least two coats of  MC-Deck Seal F are recommended, but before application of the 
second coat it should be made quite certain that the prime or initial coating is 
thoroughly dry. Suggested waiting periods between first and second application,     
according to temperature, approx. 24 hours. Further additional coating naturally  
increase the protective capacity or resistance . 

 

Safety precautions  
 The following notes should be considered when using MC-Coating materials. 

 Take precaution to prevent material entering the eyes. 

 Take precautions to avoid skin contact. 

 
 
 
 

For More Technical details contact Master Chemicals Technology Technical Department. 

    Or visit our website www.mc.com.eg 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Master Chemicals Technology 
11 Ahmed Kamal str, - Heliopolis 
Tel / Fax : 26244491 / 26244492 

Mob : 01001615868 
 

 


